DOOR UNIT
FRONT DOOR UNIT REMOVAL/INSTALLATION 
1. Disconnect the negative battery cable. 

2. Remove the following parts: 

a. Inner garnish (See INNER GARNISH REMOVAL/INSTALLATION .) 

b. Front door trim (See FRONT DOOR TRIM REMOVAL/INSTALLATION .) 

c. Front door glass (See FRONT DOOR GLASS REMOVAL/INSTALLATION .) 

d. Front door speaker (See FRONT DOOR SPEAKER REMOVAL/INSTALLATION .) 

3. Disconnect the door lock actuator connector. 

4. Remove the front door wiring harness from the front door unit. 

5. Remove screw A.


INNER GARNISH REMOVAL/INSTALLATION 
1. Disconnect the negative battery cable. 

2. Pull the inner garnish outward and detach clip A.
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3. Detach the tab. 

4. Disconnect the tweeter connector and remove the inner garnish. 

5. Install in the reverse order of removal.
FRONT DOOR TRIM REMOVAL/INSTALLATION 
1. Disconnect the negative battery cable. 

2. Using a small flathead screwdriver, open the cap and remove the screw, then remove the inner handle cover.
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3. Remove the inner garnish.(See INNER GARNISH REMOVAL/INSTALLATION .) 

4. Using a flathead screwdriver, pry up the rear part of the switch panel and detach the clip.
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5. Remove the switch panel from the front door trim keeping the tab from catching. 

6. Disconnect the power window main switch connector, the power mirror switch connector, and the power window subswitch connector. 

7. Remove the screws.
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8. Detach clips A from the front door using a fastener remover. 

9. Pull the front door trim upward, then detach tabs B from the front door. 

10. Remove the courtesy light.(See COURTESY LIGHT BULB REMOVAL/INSTALLATION .) 

11. Remove the front door trim. 

12. Install in the reverse order of removal.

COURTESY LIGHT BULB REMOVAL/INSTALLATION 
1. Disconnect the negative battery cable. 

2. Remove the lens, then remove the courtesy light bulb.
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3. Install in the reverse order of removal.

FRONT DOOR GLASS REMOVAL/INSTALLATION 
1. Position the front door glass so that the distance between the top of the front door glass and top of the front beltline molding is 140 mm {5.51 in} .




2. Disconnect the negative battery cable. 

3. Remove the inner garnish.(See INNER GARNISH REMOVAL/INSTALLATION .) 

4. Remove the front door trim.(See FRONT DOOR TRIM REMOVAL/INSTALLATION .) 

5. Remove the hole cover. 

6. Remove the screws.




7. Lift the front door glass up, then remove it while tilting it in the direction of the arrow. 

8. Install in the reverse order of removal.
FRONT DOOR SPEAKER REMOVAL/INSTALLATION 
1. Disconnect the negative battery cable. 

2. Remove the front door trim.(See FRONT DOOR TRIM REMOVAL/INSTALLATION .) 

3. Remove in the order indicated in the table.




	 1 
	 Screw 

	 2 
	 Front door speaker

(See Front Door Speaker Installation Note .) 

	 3 
	 Connector 


4. Install in the reverse order of removal. 

Front Door Speaker Installation Note 
1. Remove the speaker with the wiring harness passing through the groove of the front door module.
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CAUTION: 
· If the speaker is installed with the wiring harness out of the groove, an open circuit in the wiring harness could occur. 

.

